FDG

PLAN, BUILD, CREATE BETTER

FIRE COLLARS FROM

FDG OFFER AN APPROVED
& CERTIFIED FIRE STOP SYSTEM

FDG and SNAP have partnered to provide unique package of Fire Collars with
advanced technology to suit every application.

From our rapid 3 minute closing, spring loaded, FloorWaste and Stack Cast-In Fire
Collars, to our flexible wall and floor Pipe Wraps, we can provide you with a fully
approved and certified fire stop system for every project.

With Retrofit Fire Collars up to an amazing 315mm diameter, you can safely fire
rate even those large PVC and HDPE pipes easily.

sales@fdgnz.com www.fdgnz.com
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Fire Collars

0800 555 464
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PLAN, BUILD, CREATE BETTER

CAST-IN FIRE COLLARS
Floor Waste Application

éNAP

Fire Collars

RETROFIT FIRE COLLARS
Stack Work Application Floor Waste Application

The only one piece floor waste approved fire collar,
meets building code 3hrs integrity & 3hrs insulation.
Exceeds smoke leekage requirements at 1000’ C.

e Fully Certified as per AS4072.1 & AS51530.4
e Sizes: 40-50mm PVC, HDPE, PPR

e Sizes: 65-100mm PVC, HDPE, PPR

* Blanks available

CAST-IN FIRE COLLARS
Stack Work Application
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4hr PVC & HDPE rated patented spring closure
technology closes penetration in 1-3 minutes.
The only smoke & fire collar

e Fully Certified as per AS4072.1 & AS1530.4
¢ Sizes: 40-50mm PVC, HDPE

* Sizes: 40-65mm PVC, HDPE

¢ Sizes: 65-100mm PVC, HDPE

¢ Sizes: 150mm PVC, HDPE, PPR

* Blanks available

PLAN, BUILD, CREATE

BETTER

Prevent the speed of fire 4 hours PVC rated patented
where PVC & PE pipe are used. | spring closure technology.
* 4 hours AS1530:4, e Sizes: 100mm

AS4072:1 tested & approved | ° Surface mounted
e Sizes: 32-315mm PVC, PE

GAS FIRE COLLARS

Velpex Collars

Revolutionary Velpex fire collars the only collar of its kind.
Floor & wall Velpex gas pipe penetrations.

www.fdgnz.com
sales@fdgnz.com
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